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part of all long-range master planning
at installations. The traffic circulation
plan is developed by the installation
law enforcement officer, engineer, safe-
ty officer, and other concerned staff
agencies. Highway engineering rep-
resentatives from adjacent civil com-
munities must be consulted to ensure
the installation plan is compatible
with the current and future circulation
plan of the community. The plan
should include the following:

(1) Normal and peak load routing
based on traffic control studies.

(2) Effective control of traffic using
planned direction, including measures
for special events and adverse road or
weather conditions.

(3) Point control at congested loca-
tions by law enforcement personnel or
designated traffic directors or wardens,
including trained school-crossing
guards.

(4) Use of traffic control signs and de-
vices.

(5) Efficient use of available parking
facilities.

(6) Efficient use of mass transpor-
tation.

(c) Traffic control studies will pro-
vide factual data on existing roads,
traffic density and flow patterns, and
points of congestion. The installation
law enforcement officer and traffic en-
gineer usually conduct coordinated
traffic control studies to obtain the
data. Accurate data will help deter-
mine major and minor routes, location
of traffic control devices, and condi-
tions requiring engineering or enforce-
ment services.

(d) The Military Traffic Management
Command Transportation Engineering
Agency (MTMCTEA) will help installa-
tion commanders solve complex high-
way traffic engineering problems.
MTMCTEA traffic engineering services
include—

(1) Traffic studies of limited areas
and situations.

(2) Complete studies of traffic oper-
ations of entire installations. (This can
include long-range planning for future
development of installation roads, pub-
lic highways, and related facilities.)

(3) Assistance in complying with es-
tablished traffic engineering standards.

(e) Installation commanders should
submit requests for traffic engineering

services in accordance with AR 55–80/
OPNAVINST 11210.1B/AFR 75–88/MCO
11210.2C/DLAR 4500.19.

§ 634.25 Installation traffic codes.
(a) Installation or activity command-

ers will establish a traffic code for op-
eration of motor vehicles on the instal-
lation. Commanders in overseas areas
will establish a traffic code, under pro-
visions of this regulation, to the extent
military authority is empowered to
regulate traffic on the installation
under the applicable SOFA. Traffic
codes will contain the rules of the road
(parking violations, towing instruc-
tions, safety equipment, and other key
provisions). These codes will, where
possible, conform to the code of the
State or host nation in which the in-
stallation is located. In addition, the
development and publication of instal-
lation traffic codes will be based on the
following:

(1) Highway Safety Program Stand-
ards (23 CFR part 1230).

(2) Applicable portions of the Uni-
form Vehicle Code and Model Traffic
Ordinance published by the National
Committee on Uniform Traffic Laws
and Ordinances (23 CFR part 1204).

(b) The installation traffic code will
contain policy and procedures for the
towing, searching, impounding, and
inventorying of POVs. These provisions
should be well publicized and contain
the following:

(1) Specific violations and conditions
under which the POV will be im-
pounded and towed.

(2) Procedures to immediately notify
the vehicle owner.

(3) Procedures for towing and storing
impounded vehicles.

(4) Actions to dispose of the vehicle
after lawful impoundment.

(c) Installation traffic codes will also
contain the provisions discussed below.
(Army users, see AR 385–55.)

(1) Motorcycles and mopeds. For mo-
torcycles and other self-propelled,
open, two-wheel, three-wheel, and four-
wheel vehicles powered by a motor-
cycle-type engine, the following traffic
rules apply:

(i) Headlights will be on at all times
when in operation.

(ii) A rear view mirror will be at-
tached to each side of the handle bars.
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(iii) Approved protective helmets,
eye protection, and highly reflective
clothing or vests will be worn by opera-
tors and passengers when in operation.

(2) Restraint systems.
(i) Restraint systems (seat belts) will

be worn by all operators and pas-
sengers of U.S. Government vehicles on
or off the installation.

(ii) Restraint systems will be worn by
all civilian personnel (family members,
guests, and visitors) driving or riding
in a POV on the installation.

(iii) Restraint systems will be worn
by all military service members and
Reserve Component members on active
Federal service driving or riding in a
POV whether on or off the installation.

(iv) Infant/child restraint devices (car
seats) will be required in POVs for chil-
dren 4 years old or under and not ex-
ceeding 45 pounds in weight.

(iv) Restraint systems are required
only in cars manufactured after model
year 1966.

(3) Headphones and earphones. The
wearing of headphones or earphones is
prohibited while driving a U.S. Govern-
ment vehicle, POV, motorcycle, or
other self-propelled two-wheel, three-
wheel, and four-wheel vehicles powered
by a motorcycle-type engine. This does
not negate the requirement for wearing
hearing protection when conditions or
good judgment dictate use of such pro-
tection.

(d) Only administrative actions (rep-
rimand, assessment of points, loss of
on-post driving privileges, or other ac-
tions) will be initiated against service
members for off-post violations of the
installation traffic code.

(e) In States where traffic law viola-
tions are State criminal offenses, such
laws are made applicable under the
provisions of 18 U.S.C. 13 to military
installations having concurrent or ex-
clusive Federal jurisdiction.

(f) In those States where violations of
traffic law are not considered criminal
offenses and cannot be assimilated
under 18 USC, DODD 5525.4, in appendix
C to part 634 expressly adopts the ve-
hicular and pedestrian traffic laws of
such States and makes these laws ap-
plicable to military installations hav-
ing concurrent or exclusive Federal ju-
risdiction. It also delegates authority
to installation commanders to estab-

lish additional vehicular and pedes-
trian traffic rules and regulations for
their installations. Persons found
quilty of violating the vehicular and
pedestrian traffic laws made applicable
on the installation under provisions of
that directive are subject to a fine of
not more than $50.00 or imprisonment
for not more than 30 days, or both, for
each violation (40 U.S.C. 318c). In those
States where traffic laws cannot be as-
similated, an extract copy of this para-
graph and a copy of DODD 5525.4 in Ap-
pendix C, will be posted in a prominent
place accessible to persons assigned,
living, or working on the installation.

(g) In those States where violations
of traffic laws cannot be assimilated
because the Federal Government’s ju-
risdictional authority on the installa-
tion or parts of the installation is only
proprietary, neither 18 U.S.C. 13 nor
the delegation in appendix C to part 634
will permit enforcement of the State’s
traffic laws in Federal courts. Law en-
forcement authorities on those mili-
tary installations must rely on either
administrative sanctions related to the
installation driving privilege or en-
forcement of traffic laws by State law
enforcement authorities.

SECTION II—TRAFFIC LAW ENFORCEMENT

§ 634.26 Traffic law enforcement prin-
ciples.

(a) Traffic law enforcement should
motivate drivers to operate vehicles
safely within traffic laws and regula-
tions and maintain an effective and ef-
ficient flow of traffic. Effective en-
forcement should emphasize voluntary
compliance by drivers and can be
achieved by the following actions:

(1) Publishing a realistic traffic code
well known by all personnel.

(2) Adopting standard signs, mark-
ings, and signals in accordance with
NHSPS and the Manual on Uniform
Traffic Control Devices for Streets and
Highways.

(3) Ensuring enforcement personnel
establish courteous, personal contact
with drivers and act promptly when
driving behavior is improper or a defec-
tive vehicle is observed in operation.

(4) Maintaining an aggressive pro-
gram to detect and apprehend persons
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who drive while privileges are sus-
pended or revoked.

(5) Using sound discretion and judg-
ment in deciding when to apprehend,
issue citations, or warn the offender.

(b) Selective enforcement will be
used when practical. Selective enforce-
ment deters traffic violations and re-
duces accidents by the presence or sug-
gested presence of law enforcement
personnel at places where violations,
congestion, or accidents frequently
occur. Selective enforcement applies
proper enforcement measures to traffic
congestion and focuses on selected
time periods, conditions, and violations
that cause accidents. The military
services use selective enforcement be-
cause that practice is the most effec-
tive use of resources.

(c) Enforcement activities against in-
toxicated driving will include—

(1) Detecting, apprehending, and test-
ing persons suspected of driving under
the influence of alcohol or drugs.

(2) Training law enforcement person-
nel in special enforcement techniques.

(3) Enforcing blood-alcohol con-
centration standards. (See § 634.34.)

(4) Denying installation driving privi-
leges to persons whose use of alcohol or
other drugs prevents safe operation of
a motor vehicle.

(d) Installation officials will formally
evaluate traffic enforcement at least
once a year. That evaluation will ex-
amine procedures to determine if the
following elements of the program are
effective in reducing traffic accidents
and deaths:

(1) Selective enforcement measures.
(2) Suspension and revocation ac-

tions.
(3) Chemical breath-testing pro-

grams.

§ 634.27 Speed-measuring devices.
Speed-measuring devices will be used

in traffic control studies and enforce-
ment programs. Signs may be posted to
indicate speed-measuring devices are
being used.

(a) Equipment purchases. Installations
located in States having a formal
training and certification program will
purchase the same brand and model of
equipment used by the State and will
ensure operators attend an appropriate
training program. Otherwise, equip-

ment in appropriate Service or DLA ta-
bles of allowances will be used.

(b) Training and certification stand-
ards. (1) The commander of each instal-
lation using traffic radar will ensure
that personnel selected as operators of
such devices meet training and certifi-
cation requirements prescribed by the
States in which the installation is lo-
cated. Specific information on course
dates, costs, and prerequisites for at-
tending may be obtained by contacting
the State agency responsible for police
traffic radar training.

(2) Installation commanders located
in States or overseas areas where no
formal training program exists, or
where the military personnel are un-
able or ineligible to participate in po-
lice traffic radar training programs,
may implement their own training pro-
gram or use a selected civilian institu-
tion or manufacturer’s course.

(3) The objective of the civilian or
manufacturer-sponsored course is to
improve the effectiveness of speed en-
forcement through the proper and effi-
cient use of speed-measurement radar.
On successful completion, the course
graduate must be able to—

(i) Describe the association between
excessive speed and accidents, deaths,
and injuries, and describe the traffic
safety benefits of effective speed con-
trol.

(ii) Describe the basic principles of
radar speed measurement.

(iii) Identify and describe the Serv-
ice’s policy and procedures affecting
radar speed measurement and speed en-
forcement.

(iv) Identify the specific radar instru-
ment used and describe the instru-
ment’s major components and func-
tions.

(v) Demonstrate basic skills in cali-
brating and operating the specific
radar instrument(s).

(vi) Demonstrate basic skills in pre-
paring and presenting records and
courtroom testimony relating to radar
speed measurement and enforcement.

(c) Recertification. Recertification of
operators will occur every 3 years.

§ 634.28 Traffic accident investigation.
Installation law enforcement person-

nel must make detailed investigations
of accidents described below:
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(a) Accidents involving Government
vehicles or Government property on
the installation involving a fatality,
personal injury, or estimated property
damage in the amount established by
separate Service/DLA policy. (Mini-
mum damage limits are: Army and Air
Force, $1,000; Navy and Marine Corps,
$500.) The installation motor pool will
provide current estimates of the cost of
repairs. Investigations of off-installa-
tion accidents involving Government
vehicles will be made in cooperation
with the civilian law enforcement
agency.

(b) POV accidents on the installation
involving a fatality, personal injury, or
estimated property damage to a POV
in excess of $1,000 or the amount estab-
lished by Service/DLA policy.

§ 634.29 Traffic accident investigation
reports.

(a) Accidents requiring immediate re-
ports. The driver or owner of any vehi-
cle involved in an accident, as de-
scribed in § 634.28, on the installation,
must immediately notify the installa-
tion law enforcement office. The opera-
tor of any Government vehicle involved
in a similar accident off the installa-
tion must immediately notify the local
civilian law enforcement agency hav-
ing jurisdiction, as well as law enforce-
ment personnel of the nearest military
installation.

(b) Investigation records. Installation
law enforcement officials will record
traffic accident investigations on Serv-
ice/DLA forms. Information will be re-
leased according to Service/DLA pol-
icy, the Privacy Act, and the Freedom
of Information Act.

(c) Army law enforcement officers.
These officers provide the local Safety
Office copies of traffic accident inves-
tigation reports pertaining to acci-
dents investigated by military police
that resulted in a fatality, personal in-
jury, or estimated damage to Govern-
ment vehicles or property in excess of
$1,000.

(d) POV accidents not addressed in
§ 638.28. Guidance for reporting these
cases is provided below:

(1) Drivers or owners of POVs will be
required to submit a written report to
the installation law enforcement office

within 72 hours of an accident in the
following cases:

(i) The accident occurs on the instal-
lation.

(ii) The accident involves no personal
injury.

(iii) The accident involves only
minor damage to the POV and the ve-
hicle can be safely and normally driven
from the scene.

(2) Information in the written report
cannot be used in criminal proceedings
against the person submitting it. With-
in the United States, the installation
law enforcement official may require
such reporting on Service forms or
forms of the State jurisdiction.

(3) Reports required in paragraph
(d)(1) of this section will include the
following about the accident:

(i) Location, date, and time.
(ii) Identification of all drivers, pe-

destrians, and passengers involved.
(iii) Identification of vehicles in-

volved.
(iv) Speed and direction of travel of

each vehicle involved, including a
sketch of the collision and roadway
with street names and north arrow.

(v) Property damage involved.
(vi) Environmental conditions at the

time of the incident (weather, visi-
bility, road surface condition, and
other factors).

(vii) Narrative description of the
events and circumstances concerning
the accident.

§ 634.30 Traffic accident investigation
report data.

(a) Data derived from traffic accident
investigation reports and from vehicle
owner accident reports will be analyzed
to determine probable causes of acci-
dents. When frequent accidents occur
at a location, the conditions at the lo-
cation and the types of accidents (colli-
sion diagram) will be examined.

(b) Law enforcement personnel and
others who prepare traffic accident in-
vestigation reports will indicate
whether or not seat restraint devices
were being used at the time of the acci-
dent.

(c) When accidents warrant, an in-
stallation commander may establisah a
traffic accident review board. The
board will consist of law enforcement,
engineer, safety, medical, and legal
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personnel. The board will determine
principal factors leading to the acci-
dent and recommend measures to re-
duce the number and severity of acci-
dents on and off the installation. (The
Air Force will use Traffic Safety Co-
ordinating Groups. The Navy will use
Traffic Safety Councils per
OPNAVINST 5100.12D.)

(d) Data will be shared with the in-
stallation legal, engineer, safety, and
transportation officers. The data will
be used to inform and educate drivers
and to conduct traffic engineering
studies.

(e) Army traffic accident investiga-
tion reports will be provided to Army
Centralized Accident Investigation of
Ground Accidents (CAIG) boards on re-
quest. The CAIG boards are under the
control of the Commander, U.S. Army
Safety Center, Fort Rucker, Alabama
36362–5363. These boards investigate
Class A, on-duty, non-POV accidents
and other selected accidents Army-
wide. (See AR 385–40.) Local command-
ers provide additional board members
as required to complete a timely and
accurate investigation. Normally, addi-
tional board members are senior equip-
ment operators, maintenance officer,
and medical officers. However, specific
qualifications of the additional board
members may be dictated by the na-
ture of the accident.

(f) The CAIG program is not intended
to interfere with, impede, or delay law
enforcement agencies in the execution
of regulatory responsibilities that
apply to the investigation of accidents
for a determination of criminal intent
or criminal acts. Criminal investiga-
tions have priority.

(g) Army law enforcement agencies
will maintain close liaison and co-
operation with CAIG boards. Such co-
operation, particularly with respect to
interviews of victims and witnesses and
in collection and preservation of phys-
ical evidence, should support both the
CAIG and law enforcement collateral
investigations.

§ 634.31 Parking.

(a) The most efficient use of existing
on- and off-street parking space would
be stressed on a nonreserved (first-
come, first-served) basis.

(b) Reserved parking facilities should
be designated as parking by permit or
numerically by category of eligible
parkers. Designation of parking spaces
by name, grade, rank, or title should be
avoided.

(c) Illegal parking contributes to
congestion and slows traffic flow on an
installation. Strong enforcement of
parking restrictions results in better
use of available parking facilities and
eliminates conditions causing traffic
accidents.

(d) The ‘‘Denver boot’’ device is au-
thorized for use as a technique to assist
in the enforcement of parking viola-
tions where immobilization of the POV
is necessary for safety. Under no cir-
cumstances should the device be used
to punish or ‘‘teach a lesson’’ to viola-
tors. Booting should not be used if
other reasonably effective but less re-
strictive means of enforcement (such
as warnings, ticketing, reprimands,
revocations, or suspensions of on-post
driving privileges) are available. Proce-
dures for booting must be developed as
listed below.

(1) Local standing operating proce-
dures (SOPs) must be developed to con-
trol the discretion of enforcers and
limit booting to specific offenses. SOPs
should focus on specific reasons for
booting, such as immobilization of un-
safe, uninspected, or unregistered vehi-
cles or compelling the presence of re-
peat offenders. All parking violations
must be clearly outlined in the instal-
lation traffic code.

(2) Drivers should be placed on notice
that particular violations or multiple
violations may result in booting. Also,
drivers must be provided with a prompt
hearing and an opportunity to obtain
the release of their property.

(3) To limit liability, drivers must be
warned when a boot is attached to
their vehicle and instructed how to
have the boot removed without damag-
ing the vehicle.

§ 634.32 Traffic violation reports.

(a) Most traffic violations occurring
on DOD installations (within the
UNITED STATES or its territories)
should be referred to the proper U.S.
Magistrate. (Army, see AR 190–29; DLA,
see DLAR 5720.4; and Air Force, see
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